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lockers 

WITH EXCLUSIVE FEATURES 
THAT PROTECT! 


Interior Steel lockers lead in value of structural and operating requirements. 
Designed and built to withstand hard and rough usage, and to give long, con- 1 
tinuous satisfaction. A comparison of all lockers will convince you of the out¬ 
standing points of superiority found only in Interior Steel lockers. The list of 
consumers of Interior Steel lockers includes the most prominent educational 
and industrial institutions. Our engineering and estimating facilities are offered 
to architects and school boards for information and assistance in preparing 



plans, layouts, and specifications on installations of locker equipment. 

Safety fyt&ld handles 

The “Safety Guard,” door handle is used ex¬ 
clusively on Interior Steel lockers. This stationary 
handle has 5 points of contact with a 16 gauge 
door, giving maximum protection from kicking, 
hammering and other abusive damage. The 
“Safety Guard,” door handle as illustrated, is 
offset and inserts through the door for rigid fasten¬ 
ing with gulmite screws and reinforcing studs. The 
handle with integral padlock attachment completely 
encloses and protects the operating door latch. Q 
The locking device is entirely enclosed in a steel 
box formation of the door to prevent lock tampering 
and add structural strength. 


“Safety Guard’’ 
Locking Device 


“Safety Guard” 
Door Latch 


“Safety Guard” 
Handle 


Offset of 
Handle 
inserts 
thru Door 


Gulmite 
Screws 
Studs of 
Handle 
Project 
thru Door 


body construction 

The body of Interior Steel lockers are 24 gauge 
with flush ends and bottoms. Tops and bottoms 
are flanged all four sides with fronts formed to fit 
snug inside of the frame cross channels and are 
bolted to the center of channel giving double 
strength. Backs and ends are flanged on both 
sides to give double thickness of metal at corners. 
Hat shelf is flanged on all sides with channel forma¬ 
tion at front and is full depth. Clothes hooks are 
cadmium plated with ball points and are attached 
with two bolts. Rear legs of lockers are adjustable 
with front legs having adjustable feet. 


doors 

Interior Steel locker doors are 16 gauge steel flanged at top* 
and bottom with channel formation at hinge side. The locking 
side of the door is formed into a box formation. This feature 
adds maximum strength to the front flange of the door and 
encloses the locking device. Doors are constructed so that 
they are flexible and may be sprung and distorted without tak¬ 
ing any permanent set. Doors and frames are factory as¬ 
sembled. 


door frames 

Door frame members are formed into channel shapes from 16 
gauge full pickled steel. Corners are tenoned and electrically 
welded, making a solid and rigid one piece structure, free 
from weave and twist and preventing doors from binding, re¬ 
gardless of the position of the locker. Sides of the frames are 
bolted to locker body on 9" centers, and at the center of tops 
and bottoms. This added feature of strength provides a solid 
and rigid construction. No exposed bolt or rivet heads on front 
of frame or locker. 

hinges ( 

Interior Steel lockers have semi-concealed five knuckle tight 
pin hinges, positively eliminating sagging doors. Proof of 
this statement is the fact that this type hinge has been standard 
in all building hardware for years. Hinges are mortised into 
door frame and welded. Hinges are bolted into the inside 
channel formation of doors with two bolts. 


Interior’s “SEALTEX” 
Phosphate Coating 

Pre-paint conditioning is Interior Steel’s key to ever¬ 
lasting beautiful finishes. A carefully controlled 
undercoating of insoluble metallic phosphates prior 
to the applied baked on enamel finish, on Interior’s 
complete line of equipment; stops rust and corrosion 
—improves paint bond; resists cracking and chipping 
—keeps new look longer. 


Safety Guard Tenon. 
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optional ventilation 



STANDARD LOUVER STANDARD LOUVERS 
"S” DOOR “D” DOOR 


60"—6 Louvers at 
top and bottom 
72"—6 Louvers at 
top and bottom 


30"—3 Louvers at 
top and bottom 
36" & 42"—6 Louvers at 
top and bottom 


FULL LOUVER FULL LOUVERS 

“S” DOOR “D” DOOR 



60"—18 Louvers at 
top and bottom 
72"_24 Louvers at 
top and bottom 


30"—6 Louvers at 
top and bottom 
36" & 42"—6 Louvers at 
top and 12 at bottom 



standard louvre air flow 


>8001)019 

10800030 

J0000C30 

10000C30 

30000008 

10I09CM 

13O03C00 


10111)0030 

30000030 

30000030 

30003033 

30000030 

30003000 

30000033 

30003300 

33053083 

0333C333 



Detail of Diamond End 
Air Flow Slots. 
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Top—Bottom or Shelf 
Perforation, each group 
of perforations consist 
of 63 holes 7/16" in 
diameter on 1" centers 


standard body part perforations 
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and sizes 


type S 


The Type “S" single tier locker is the 
most popular style for every require- 
ment, providing ample individual full 
length storage. Standard equipment 
for single tier lockers consist of 3 point 
locking device, number plate, padlock 
attachment, hat shelf, coat hooks and 
6" legs. 

Lockers may be obtained with closed 
bases and sloping tops, or recessed in 
walls with finishing strips. Various types 
of locks may be applied. 


Type “D” double tier lockers are rec¬ 
ommended where floor space is limited 
and a large number of people are to 
be accommodated. In this manner two 
people are provided for, in the same 
floor space as required for one. 


Each compartment is considered as one 
locker and two compartments are re¬ 
quired for one double tier unit. 


Standard equipment for double tier 
lockers consist of 2 point locking de¬ 
vice, number plate, padlock attach¬ 
ment, coat hooks and 6" legs. 


Double tier lockers can be recessed or 
supplied with closed base, slope top 
shelves and partitions. Various types 
of locks may be used. 


type B 

Type “B” box lockers are particularly 
desirable for the storage of books, 
small articles, gym suits, bowling balls, 
shoes, etc., in classrooms, gymnasiums, 
and bowling alleys. 

Each compartment is considered as one 
locker and 3, 4, 5 or 6, compartments 
are required for one box locker unit. 

Standard equipment consists of one 
point locking device, number plates, 
and padlock attachment. 

Box lockers can be recessed or supplied 
with closed bases, slope tops, and vari¬ 
ous types of locks. 


type G 

Type “G” gymnasium lockers are ar¬ 
ranged by grouping a single tier lock¬ 
er, type “S” with any number of dou¬ 
ble tier. Type “D”, or multiple tier. 
Type “B” lockers. 

This method provides a private com¬ 
partment for gym suit storage, while 
the large locker is shared by several 
persons at different times for street 
clothes storage, while in the gymna¬ 
sium. Padlocks are recommended for 
each gym locker opening. 




standard sizes 

type S 


Dimensions Overall In Inches 


Width 

Depth 

Height 

Without 

Legs 

With 

Legs 

With Legs 
& Slope Tops 

9" 

12" 

60" 

66" 

70" 

9" 

15" 

60" 

66" 

71" 

9" 

18" 

60" 

66" 

72" 

12" 

12" 

60" 

66" 

70" 

12" 

15" 

60" 

66" 

71" 

12" 

18" 

60" 

66" 

72" 

12" 

21" 

60" 

66" 

73" 

15" 

15" 

60" 

66" 

71" 

15" 

18" 

60" 

66" 

72" 

15" 

21" 

60" 

66" 

73" 

18" 

18" 

60" 

66" 

72" 

18" 

21" 

60" 

66" 

73" 

18" 

24" 

60" 

66" 

74" 

24"* 

18" 

60" 

66" 

72" 

24"* 

21" 

60" 

66" 

73" 

24"* 

24" 

60" 

66" 

74" 

9" 

12" 

72" 

78" 

82" 

9" 

15" 

72" 

78" 

83" 

9" 

18" 

72" 

78" 

84" 

12" 

12" 

72" 

78" 

82" 

12" 

15" 

72" 

78" 

83" 

12" 

18" 

72" 

78" 

84" 

12" 

21" 

72" 

78" 

85" 

15" 

15" 

72" 

78" 

83" 

15" 

18" 

72" 

78" 

84" 

15" 

21" 

72" 

78" 

85" 

18" 

18" 

72" 

78" 

84" 

18" 

2i" 

72" 

78" 

85" 

18" 

24" 

72" 

78" 

86" 

24"* 

18" 

72" 

78" 

84" 

24"* 

21" 

72" 

78" 

85" 

24"* 

24" 

72" 

78" 

86" 


type D 


Dimensions Overall In Inches 


Width 

Depth 

Height 

Per 

Opening 

Height Overall 
With Legs 

With Legs & 
Slope Tops 

9" 

12" 

30" 

66" 

70" 

9" 

15" 

30" 

66" 

71" 

9" 

18" 

30" 

66" 

72" 

12" 

12" 

30" 

66" 

70" 

12" 

15" 

30" 

66" 

71" 

12" 

18" 

30" 

66" 

72" 

9" 

12" 

36" 

78" 

82" 

9" 

15" 

36" 

78" 

83" 

9" 

18" 

36" 

78" 

84" 

12" 

12" 

36" 

78" 

82" 

12" 

15" 

36" 

78" 

83" 

12" 

18" 

36" 

78" 

84" 

15" 

15" 

36" 

78" 

83" 

15" 

18" 

36" 

78" 

84" 

12" 

12" 

42" 

90" 

94" 

12" 

15" 

42" 

90" 

95" 

12" 

18" 

42" 

90" 

96" 

15" 

15" 

42" 

90" 

95" 

15" 

18" 

42" 

90" 

96" 


type C 


6 Person Lockers 

Width 

Depth 

Height 

Overall Size 
(Height with Legs) 

6 Small Compartments 

15" 

2i" 

12" 


1 Large Compartment 

18" 

2i" 

72" 

33" x 21" x 78" 

7 Person Lockers 





6 Small Compartments 

15" 

2i" 

12" 


1 Small Compartment 

21" 

21" 

12" 

36" x 21" x 78" 

1 Large Compartment 

21" 

21" 

60" 
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Lockers 24" Wide Have Single Doors As Standard 
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type C 


Lockers may be furnished with the top sloping toward the 
front. The degree of slope is sufficient to prevent articles 
being placed on top of lockers. The height of the slope 
being % the depth of the locker. 


Type “C" combination lockers are de¬ 
signed for group storage. Small private 
compartments are for hats and small 
articles. Coats and long wraps are 
hung in the large compartment, which 
contains a coat rod. 

Lockers are designed for various types 
of keyed locks with group locking ar¬ 
rangement. The lock of each small 
compartment is keyed differently, but 
each key provides access to the coat 
compartment. 


basket racks 


Interior Steel Basket Racks are ideally 
suited for gymnasium or swimming 
pool. Racks are built of 13 gauge 
angle uprights, 18 gauge shelves with 
back flange formed into a basket stop, 
20 gauge dividers form individual 
basket openings. Racks are equipped 
with sway braces and 6 " legs, with 
each opening having a number plate 
and padlock attachment. Closed ends 
may be added to racks if desired. For 
complete information request catalog 
#63. 


sloping top 


Two Person lockers are used where 
floor space is at a Premium and indi¬ 
vidual private lockers are desired. 

Lockers consist of two individual small 
compartments and two coat compart¬ 
ments. Standard equipment consists of 
padlock attachment and number plate 
for each compartment. Built in locks 
may be applied to coat compartment 
doors. Locking device of coat compart¬ 
ment controls the locking of the hat 
compartment. No Locks are required 
for the hat compartment. 

INTERIOR STEEL equipment is available 
in three standard (#28 Gray, #53 Tan, 
and Olive Green) and five optional 
(#59 Green, #33 Sea Mist, #34 Gray, 
#80 Gray and #49 Brown) baked on 
enamel color finishes. 

These beautiful decorator colors will 
blend in with pratically any color 
scheme. Color chart sent upon request. 


type B 


Dimensions Overall In Inches 


Width 

Depth 

Heights 

Height per 
Opening 

Height Overall 
With 6" Legs 

Height Overall w/ 
6" Legs & Slope Top 



5 or 

6 Tier High 

12" 

12" 

12" 

66" or 78" 

70" or 82" 

12" 

15" 

12" 

66" or 78" 

71" or 83" 

12" 

18" 

12" 

66" or 78" 

72" or 84" 

15" 

15" 

12" 

66" or 78" 

71" or 83" 

15" 

18" 

12" 

66" or 78" 

72" or 84" 

15" 

21" 

12" 

66" or 78" 

73" or 85" 

12" 

12" 

14%" 

78" 

82" 

12" 

15" 

14%" 

78" 

83" 

15" 

15" 

14 % " 

78" 

83" 

15" 

18" 

14%" 

78" 

84" 


4 Tier 


12" 

12" 

15" 

66" 

70" 

12" 

15" 

15" 

66" 

71" 

12" 

18" 

15" 

66" 

72" 

15" 

15" 

15" 

66" 

71" 

15" 

18" 

15" 

66" 

72" 


3 Tier 


9" 

12" 

20" 

66" 

70*' 

9" 

15" 

20" 

66" 

71 f # 

12" 

12" 

20" 

66" 

70" 

12" 

15" 

20" 

66" 

71" 

9" 

12" 

24" 

78" 

82" 

9" 

15" 

24" 

78" 

83" 

12" 

12" 

24" 

78" 

82" 

12" 

15" 

24" 

78" 

83" 


type T 


Dimensions Overall In Inches 


Width 

Depth 

Height 

Without 

Legs 

With 

Legs 

With Legs 
& Slope Tops 

15"* 

15" 

72" 

78" 

83" 

15"* 

18" 

72" 

78" 

84" 

15"* 

21" 

72" 

78" 

85" 


*Hat Compartments are 15" Wide by 9%" High. 
Coat Compartments are 7 1 / 2 " Wide by 51" High. 


basket racks 


Basket Size 9 

" W. x 13" D. x 8" 

H.—12" 

W. x 13" 1 

D. x 8" H. 

Grouping 

Capacity 

Width 

Height 

Width 

Height 

4 wide x 6 high 

24 

40" 

63" 

52" 

63" 

5 wide x 6 high 

30 

49%" 

63" 

64 %" 

63" 

6 wide x 6 high 

36 

59" 

63" 



3 wide x 7 high 

21 

30%" 

72 %" 

39% " 

72 %" 

4 wide x 7 high 

28 

40" 

72 %" 

52" 

72 %" 

5 wide x 7 high 

35 

49 %" 

72 %" 

64 %" 

72 %" 

6 wide x 7 high 

42 

59" 

72 %" 



3 wide x 8 high 

24 

30 %" 

82" 

39 %" 

82" 

4 wide x 8 high 

32 

40" 

82" 

52" 

82" 

5 wide x 8 high 

40 

49% " 

82" 

69% " 

82" 

6 wide x 8 high 

48 

59" 

82" 




Depth of Racks 13X 6 " 


The Interior Steel Equipment Company 5 

























































wardrobe lockers see also page 8 









wide selection of interior 
arrangements 



A Teacher’s Wardrobe. Contains one hat compartment, double prong 
ceiling hook. Doors equipped with or without built in flat key lock. 

B Bookcase. Contains four shelves adjustable on 2" centers. Doors 
equipped with or without built in flat key lock. 

C Combination Bookcase and Wardrobe. May be used as a substitute 
for types A and B. Contains 4 shelves adjustable on 2" centers 
and 1 wall hook and 1 double prong ceiling hook. Doors equipped 
with or without built in flat key lock. 

E Wardrobe. Contains 4 individual book and hat compartments and 
4 coat compartments with 1 ceiling hook each. Accommodates 4 
pupils. 

F Wardrobe. Contains 2 full width shelves and 6 ceiling hooks. 
Accommodates 6 pupils. 

G Wardrobe. Contains 4 individual book and hat compartments and 
4 ceiling hooks. Accommodates 4 pupils. 



Interior Steel Locker Wardrobes are ideal for elementary schools in 
either corridors or classrooms. Complete supervision of every wardrobe 
is provided by group lock control. 

A group may consist of any desired number of units controlled by a 
cylinder type lock, in sections usually up to ten units. Types A, B and 
C have individual locks but may be included in the group control, if 
desired. By locking the group control, the double doors of each unit 
which are closed will be locked, and, any doors left open will, upon 
closing be automatically locked. When the group control is unlocked 
the doors of any unit may be opened separately. This feature permits 
independent door operation and reduces theft, from having contents 
exposed by all doors being open simultaneously. 

Wardrobe units are 22" wide, 15" deep and 611/2" high, above a 
4y 2 " base. 

The gauges and construction of wardrobes are similar to lockers with 
16 gauge door and frame, 24 gauge body, three point locking device, 
number plates and equipped as shown in the various types. Doors are 
louvered at bottom only, with the bases provided with louvers, backs 
and shelves perforated to admit passage of air current. Wardrobes are 
available with or without closed base. 

Entire group of standard lockers can be locked or unlocked by oper¬ 
ating control lever mechanism in masterlocker. This masterlocker can 
be locked with a built in cylinder type lock. 

Group control mechanism can be made inoperative, so that lockers may 
be locked individually, if desired. 

Ideal for corridor, classroom, or locker room installation. Gives teacher 
absolute control of every locker. 



Size of Assembly 

Clear Opening of Recess 

No. of Units 

Wide 

Deep 

High 

Wide 

Deep 

High 

8 

14'8" 

15" 

66" 

14'10" 

17" 

67" 

9 

16'6" 

15" 

66" 

16 / 8" 

17" 

67" 

10 

18'4" 

15" 

66" 

18'6" 

17" 

67" 

11 

20'2" 

15" 

66" 

20'A" 

17" 

67" 

12 

22'0" 

15" 

66" 

22‘2" 

17" 

67" 
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Information Required for Accurate Locker Quotation 

1. Total lockers required, based on number of locker openings, regardless of whether single tier, 
double tier or multiple tier, exceptions are two person and combination lockers. 

2. Type of locker and whether with or without legs. 

3. Size of locker width, depth and height. 

4. Color (See Specs, below). 

5. Sequence of Numbering. 

6 . Number of groups and number of each group. 

7. Single or double row groups. 

8. Type of locks required. 

9 . Give floor plan and elevation, if possible. 

10 . Specify if fillers, recess trim or slope tops are required. 


CONSTRUCTION —Built on the unit principle of construction, each 
having its individual door and frame manufactured in accordance with 
Federal Specifications AA-L-486 and amendments. 

MATERIAL —Material is the best of its respective kind, free from 
buckle, scale and imperfections. Specially treated to give a high 
grade enamel finish. 

DOOR FRAME —Door frame members are formed into channel shapes 
from 16 gauge full pickled steel. Corners are tenoned and electrically 
welded, making a solid and rigid one-piece structure. Frames are 
punched for attaching to the body on nine inch centers. No exposed 
bolt or rivet heads on front of frame or locker. 

DOOR —Doors are made of 16 gauge patent level, pickled metal 
furniture steel. Doors are reinforced with angle bend at top and bot¬ 
tom and a channel formation at hinge side. Doors are further rein¬ 
forced with box formation on locking side. Construction of door 
prevents springing and closes quietly against rubber cushions. Doors 
18" wide and wider have a reinforcing panel. 

HINGES —Five knuckle, tight pin hinges having concealed fastenings 
welded to the door frame and bolted to side flange of door with two 
bolts. Doors 42" high or less have two hinges and doors over 42" 
have three hinges. 

HANDLE —Operating door latch for locking device is lift type, en¬ 
closed in and protected by a stationary handle made of unbreakable 
alloy, die cast and chromium finish. Handle attached to door with 
four or more points of contact. Designed to provide, padlock attach¬ 
ment with padlock strike as an integral part of handle. 

LOCKING DEVICE —Quiet, positive automatic, by means of a spring 
actuated locking channel enclosed on four sides, with a box formation 
on the door engaging with the door jamb opposite hinges. Device is 
prelocking, permitting self-latching without manipulating door latch. 
Locking device is tamper-proof, pick-proof and equipped with rubber 
silencers. Rubber cushions are riveted to lock bar catches on door 
frame. Single tier lockers have a three joint contact and double tier 
lockers have a two point contact. Triple tier and multiple tier have one 
point contact. 

LOCKS —All lockers may be furnished with built-in flat key locks, 
with two keys per lock (grooved key or combination locks can be fur¬ 
nished if desired). Padlocks may be specified. 


Suggested Specification Clause For Work Done By Others: 

Lockers to be installed in recesses provided as shown on plans. Recesses will be furnished complete, ready for lockers, with wood 
furring stips furnished and set in place by the General Contractor. Locker Contractor shall anchor lockers and shall provide and 
attach steel recess finishing strips at ends and across top of all recesses, to form a neat, smooth finish. 


BODY —Body of locker including tops, bottoms, backs, ends and 
shelves are made of 24 gauge steel. Sides are flanged to give double 
thickness of metal at connections. Tops, bottoms and shelves are 
flanged all four sides with channel formations at front of shelves. 
Shelves are full depth and bottoms are flush with the frame. 

VENTILATION —Single tier, 36" and 42" double tier lockers have six 
louvers at top and bottom of door. Double tier lockers, 30" and triple 
tier lockers have three louvers at top and bottom. Lockers less than 
20" high have three louvers per door. 

LEGS —Front legs are a continuation of the vertical frame members 
and by means of locker shoes are adjustable to take up unevenness in 
the floor. Rear legs are adjustable. Legs add 6 inches to the height of 
lockers. 

NUMBER PLATES —All lockers are furnished with aluminum number 
plates attached to the top of the door. Characters are filled with black 
enamel. Unless otherwise specified lockers are numbered consecutively 
from one up. 

EQUIPMENT —Single tier lockers have one hat-shelf 10" below the 
top of locker. Hat shelf is omitted in double tier lockers. Double and 
single tier lockers 12" and less in width have one double prong ceil¬ 
ing hook and three single prong wall hooks. Triple tier lockers 12" 
and less in width have one wall hook on back and one double prong 
ceiling hook. Lockers over 12" in width have an additional wall hook 
on the back. Single tier lockers 18" or more in depth have galvan¬ 
ized coat hanger rod instead of ceiling hook. Hooks are %" round 
steel cadmium plated with ball points and are attached with two bolts. 

FINISH — All steel parts are to be thoroughly cleaned, treated with a 
phosphate solution, dried and then finished with a heavy dip coat of 
#28 Gray enamel (No. 53 Tan, Olive Green, #59 Green, #33 Sea 
Mist, #34 Gray, #80 Gray and #49 Brown, enamel may be specified). 
Locker fronts to have an additional coat of baked enamel sprayed on. 
Enamel shall be baked on at 300 degrees. Special plain finish can be 
matched with accuracy. 

RECESS TOP AND END TRIM— Lockers which require trim are to be 
placed in recesses provided by the General Building Contractor and 
the Locker Contractor is to furnish steel recessing strips 2 y /i n wide to 
cover opening at the ends and across the top of each locker recess 
opening. Recess strips are 18 gauge, finished to match lockers. Trim 
to be secured to lockers by means of fastening clips. 



Flat Key Lock 



Built-in-Automatic 
Type Lock 
With or Without 
Master Key Control 



Combination Padlock 
With or Without 
Master Key Control 
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improved classroom wardrobes 

with disappearing doors 
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Interior Steel “Disappearing Door" Pupils Wardrobes offer the practical 
solution to architects and school officials for an efficient safe and sani¬ 
tary method of housing the clothing of elementary school pupils. 

These wardrobes are designed to afford maximum utility in units 24" 
wide, to accommodate up to six pupils in each unit. 

SAFETY FEATURE —“Disappearing Doors” become dividing partitions 
between pupils units when doors are in opened position, leaving aisles 
free of obstruction. The confusion and injury hazard caused by many 
doors swinging outward is definitely eliminated. 


AUTOMATIC DOOR CLOSING DEVICE— Each pupils wardrobe covered 
by double doors that are pivoted top and bottom. Doors open indi¬ 
vidually and are self-closing, by means of ball bearing rollers, operat¬ 
ing on pivot hinges fitted with gravity action devices. 

GROUP DOOR CONTROL —When specified, all pupils’s units can be 
equipped with a mechanism, permitting all doors in a group to be held 
in open position and simultaneously closing all open doors. 

MASTER LOCK —If desired the Group Door Control can be equipped 
with a grooved key locking device to lock all doors in the group. 



VENTILATION —Ample space is provided for pupils clothing, with 3" 
opening below doors to permit free circulation of air about garments, 
either by gravity or by a mechanical system. No closed uprights be¬ 
tween units to obstruct this flow of air, when doors are closed. 


APPEARANCE —Interior Steel Wardrobes will satisfy the demands 
for a neat, flush cabinet appearance, with no projecting hardware. 


- NOTE, ~ 

length of recessed 

OPENING VAEIEt> 
ACCORDING To MUMDEE 

OF UNITS U5LD. 
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SUGGESTED SPECIFICATIONS 


INTERIOR STEEL EQUIPMENT 


23d 

In 


CONSTRUCTION —Posts shall be two $14 gauge steel channels 
spotwelded back to back, full height of Wardrobe. Bottoms of posts to 
be fitted with $16 gauge stainless steel shoes for fastening to floor, 
through a continuous stainless steel threshold. Top frame assembly to 
consist of a $12 gauge steel ceiling angle spotwelded to a $16 
gauge steel front trim in one integral part, to run full length of units. 
This assembly to be provided with holes for bolting to posts and 
fastening to wood or metal header. Ends of recess shall be closed to 
furnish a neat, finished trim to the entire opening. 

DOORS —Each pupils unit to be covered by double doors which dis¬ 
appear into the wardrobes and become dividing partitions when in 
open position. Wardrobe doors shall be of $20 gauge steel, flush pan 
type, one inch thick with vertical tube reinforcement at pivots, other 
vertical edge channeled anr» flat folded. Doors must be square and 
free from buckle and must close against rubber bumpers. 

HARDWARE —Doors of all pupils wardrobes to be hung to posts by 
specially designed top and bottom pivot hinges. Bottom pivot hinge 
swivels on a ball bearing roller with a gravity action that automatically 
closes doors. 


ated and have their own back and sides. The doors are equipped with 
a three point locking device with a flat key lock which operates inde¬ 
pendently of the pupil’s units. Cabinets to consist of one full width 
shelf, a vertical partition and one side fitted with four adjustable half¬ 
shelves, the other compartment with three single prong wall hooks, and 
one ceiling hook. 

SUPPLY CABINET —To be same size and construction as teachers 
closet and interchangeable with same. Contains five full width adjust¬ 
able shelves. 

FINISH All steel parts to be thoroughly cleaned before enameling 
and to be finished with two coats of mar-proof enamel, baked on at 
not less than 300 degrees of standard colors known as $53 Tan, $28 
Gray and Olive Green or optional colors known, as $59 Green, $33 
Sea Mist, $34 Gray, $80 Gray and $49 Brown. 

NON-RECESSED TYPE NF (Optional) —Same as recessed type R.F. 
except that overhead furring or recessed openings are omitted and 
units supplied with flat tops or sloping tops and with fillers at ends or 
end panels as required. General Contractor to finish walls and floor. 


COAT AND HAT ASSEMBLY —For each pupil's wardrobe a hat and 
coat rack 11" deep shall be provided. The assembly to consist of two 
$20 gauge steel shelves, spaced 10" apart with $20 gauge beaded 
partitions between each unit. Underside of lower shelf fitted with six 
double prong hooks per unit. The entire assembly to be fastened to 
wall at desired height through stiffening flanges at rear. 

TEACHERS CLOSET AND BOOKCASE— Cabinet shall be 24" wide 
with double doors which swing out. These units are individually oper¬ 


AUXILIARY EQUIPMENT (When Specified) —The automatic door 
closing device shall be equipped with a group door control permitting 
all doors of the pupils units to be held in open position by spring 
latches at top of door which engage into the group door control rod. 
This group door control is operated by a release lever located on one 
wardrobe unit, which automatically releases the spring latches and 
allows doors to close. 

Group door control (if desired) to be furnished with a grooved key 
locking system to lock all doors controlled by the group release lever. 
















































































































































































































library shelving 



bookshelf unit 



Style No. 2824 


Interior Steel Bookshelf Units are attractive, yet are prac¬ 
tical and well constructed. It will meet your needs, 
whether for the office, home or library. 

Slotted type uprights with slots on one inch centers are 
used to provide quick adjustment of shelves. Each indi¬ 
vidual book problem can be met, with a minimum of 
space being used. Shelves are designed to prevent ac¬ 
cidental removal, as they are provided with locking lugs 
which engage the slots. By raising the front of the shelves 
slightly it disengages the lock, thus there are no bolts to 
unfasten when it becomes necessary to rearrange the 
shelves. With Interior Steel construction, there is no diffi¬ 
culty in removing the end books. 

Units are supplied with backs or sway braces. When units 
are placed back to back a common back or sway brace 
is used. 

When several units are placed side by side, detachable 
finished end panels should be used on extreme ends only. 
Connecting pilasters are furnished for use between units. 
Two single faced finished end panels are required at the 
extreme end of each double faced stack. 

Interior Steel Bookshelf Units are available in two heights 
either 84" or 90" high. The outside dimensions of Book 
shelf units are 36" wide by 9 Vi " deep. 


shelf descriptions 

Interior Steel Bookshelf Units are furnished with six 
shelves as standard on both 84" and 90" high. 

Shelves of 1 8 gauge are flanged down, back and then 
up, giving a triple flange for maximum strength and elimi¬ 
nating all raw and sharp edges which might injure hands 
or books. 


counter high bookshelf unit 

Interior Steel Counter High Bookshelf Units are 42" high, 
36" wide and 9Vi" deep with a %" overhang or projec¬ 
tion at front of top, making the overall depth of top 
10%". These counter high units are electro-welded as¬ 
semblies. Shipped set-up. 


STYLE NO. 


DESCRIPTION 


2802 

2804 

2808 

2810 

2813 

2815 

2819 

2821 

2824 


Sgl. Faced Unit W/Back, No End Panel 84" High. 

Sgl. Faced Unit W/Back, No End Panel 90" High. 

Dbl. Faced Unit W/Back, No End Panel 84" High. 

Dbl. Faced Unit W/Back, No End Panel 90" High. 

Sgl. Faced Unit W/O Back, No End Panel 84" High. 

Sgl. Faced Unit W/O Back, No End Panel 90" High. 

Dbl. Faced Unit W/O Back, No End Panel 84" High. 

Dbl. Faced Unit W/O Back, No End Panel 90" High. 

Sgl. Faced Counter High Unit W/Backs and End Panels 42 
High 


n 


2830 

2884 

2890 


Glass Doors for 84" Unit 

End Panels for Single Faced Units 84" High. 

End Panels for Single Faced Units 90" High. 
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courthouse equipment 



Roller Bookshelf Installation 



Curtain Case Installation 




Style No. 2290 


Interior Steel Roller Book Shelf Cases are fabricated from 
heavy furniture grade steel. Large formed beads on the 
vertical partitions together with rollers on the shelf in¬ 
sures ease of handling and protects books from excessive 
wear. Each shelf is provided with 8 rollers: Bottom of 
each unit is provided with a removable dust plate to 
facilitate cleaning. For complete information on Interior’s 
Roller Book Shelf Cases, request catalog #37. 



Style No. 2255 


Interior Steel Document Files are of durable construction 
which will assure many years of trouble free service. All 
parts are die formed providing interchangeability of 
drawers. Each drawer is equipped with toggle type 
compressor. Pulls and label holders are satin finished 
aluminum. Document Files are shipped set up and can 
be assembled together so that they present the appear¬ 
ance of a single case. For complete specifications and 
other complete information request Interior Steel catalog 
#37. 


Document File Installation 


The Interior Steel Equipment Company 11 


























interior steel equipment 



Hospital and Institutional Cabinets 


ENGINEERING 

SERVICE 

Interior Steel maintains 
a staff of engineers 
with long experience 
in designing and fab¬ 
ricating of steel equip¬ 
ment. Their services are 
available, without cost 
or obligation to archi¬ 
tects, builders and 
owners. 



Combination Cupboard and 
Wardrobes 

Request Catalog No. 37 



Museum Cases 

Herbarium, Speciman Geology 
etc., 

Request Catalog No. 37 


For Court Houses 
City Halls Libraries 

Hospitals Banks 
Post Offices Offices 
Factories 

Steel Displays Built 
to Your Specifications 

Steel Shelving Bins 

Lockers Files Desks 

Storage Cabinets 

Tables Trays 

Transfer Cases 

Wardrobes 

« 

Map Drawers Etc., Etc. 



Shelving 

Request Catalog No. 100 


AGENTS & DEALERS IN PRINCIPAL CITIES 

2352 East 69th Street 


THE INTERIOR STEEL 
EQUIPMENT COMPANY 


Cleveland 4, Ohio 
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